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Z'6" Laysr of Porous Granular
Material beneath Box Culvert
and End Sections (Typ.)

STANDARD BOX CULVERT SECTION

(See Special Provisions and Specifications for Construction Requirements)

** If entire end Is to be exposed

to view in final position and
recelve a headwall use Detail C.

See Detail A**

See Detall B**7
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SECTION ELEVATION  SECTION PLAN

FIDDYMENT DRAIN
BUILT 200_ BY
LOCKPORT TOWNSHIP
OAK STREET STATION 10+00
LOADING HS20

NAME PLATE

(See IDOT Standard 515001)

== Fill the area between
the box sections with
Class SI Concrete

. Culvert

Je 5-0"

€ Prop. Oak Street ﬁ\

2 @ 4-0"

N e e B e e ettt

3 e 5-0"
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GENERAL MTES

1. All exposed concrete edges shall have a

FAL. TOTAL [SHEET
RTE. | SECTION COUNTY _ISHEETS| NO.
547 | 02-11113-00-BR|  WILL R
STA. TO STAgsslte,, o2 "

FED. ROAD DIST. K0 _[ILLINGIS | FED. AID PROJECT

" x 45° chamfer uniess nofed otherwise.

Chamfer on vertical edges shall be continued a minimum of one foot below

finished ground level.

2. Precast Concrete Box Culvert sections shali conform to the requirements of
Article 540.06 of the Standard Specifications and the applicable requirements

of AASHTO M 273.

3. Do not scale plan dimensions for construction.
4. Before starting any excavation, grading or below grade work, the Confractor

shall call “JULIE".

5. No construction joints except those shown on the plans will be allowed unless
ordered by the Engineer. Lifting holes shall be filled with concrete plugs and

mastic affer box sections are in place.
6. All construction joints shall be bonded.

7. Placement of the Precast Concrete Box Culvert sections and construction of
Box Culvert End Sections shall ecour during dry weather.

IOTAL BILL OF MATERIAL

(Quter Sections Shall be Bevelled)

- 2"

o N R=1"(Typ.) .
r = = /7 i =

=LA

i - . . f—
i R =
R= 1" (Typ.) on 2" 2"

(Typ. Inlet End) (Typ. Oulet End)
Note: Iniet and outlet ends shall be compatible.

Iz
"

(Typ. Exposed End)

DESCRIPTION UNIT QUANTITY

BOX CULVERT END SECTIONS EACH 2

CONCRETE STRUCTURES CU. YD. 90.5
NAME PLATES EACH 1

POUROUS GRANULAR EMBANKMENT CU. YD, 219
PRECAST CONCRETE BOX CULVERTS 107 X 6" (M273) Foor 76.0
REINFORCEMENT BARS, EPOXY COATED POUND 10,730
REMOVAL OF EXISTING STRUCTURES L. SuM 1

STEEL BRIDGE RAIL FooT 616
STRUCTURE EXCAVATION CU. YD. 390.5

SHT. s-2

CONTRACT & 33777

REVISIONS
NAME

LOCKPORT TOWNSHIP

F.A.U. (547) OAK STREET OVER FIDDYMENT CREEK

WILL COUNTY

GENERAL NOTES
MISCELLANEOUS DETAILS
& BILL OF MATERIAL

SCALE:
DATE: 7/22/04

DRAWN BY: FD
CHECKED BY: JRH

TENG

TENG & ASSOCLATES, INC.

ENGINEERYARCHITECTSPLANNERS
205 N.MICHIGAN AVE. CHICAGD, I 60601
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